
BOLA Flexible Distributors, Bohlender
 

Screw cap with thread, distributor body made of PP with hose connectors. The body of 
the distributor can be turned independently from the screw cap. This means, the

assembled tubing will not be disarranged when the distributor is fixed on another bottle. 
Temperature resistance from 0°C to +110°C. The chemical resistance is very good.

Screw caps GL 45, PP green 

  Hose connectors 
upper side

Hose connectors 
bottom side

Tube connector outer Ø 
mm

Bore Ø 
mm

Order No.

 1 2 × bent 2 × straight  8.8 6 10 17 60024
 2 3 × bent 3 × straight  8.8 6 10 17 60036
 3 2 × bent 2 × straight 10.8 7 10 17 60048

Screw caps GL 45, PBTP red 

  Hose connectors 
upper side

Hose connectors 
bottom side

Tube connector outer Ø 
mm

Bore Ø 
mm

Order No.

 4 3 × stepped, bent 2 × stepped, straight 9/12 6 10 17 60224

Screw caps GLS 80, PP blue 

  Hose connectors 
upper side

Hose connectors 
bottom side

Tube connector outer Ø 
mm

Bore Ø 
mm

Order No.

 5 2 × stepped, bent 2 × stepped, straight 9/12 6 10 17 60406
 6 3 × stepped, bent 3 × stepped, straight 9/12 6 10 17 60412

1 2

3 4

5 6


