
Test Tube Racks, BRAND
 

PP. Versatile and inexpensive racks for common diameters test tubes. Sturdy construc-
tion, stackable. Test tube racks are made of PP (filled PP, density 1,2 g/cm3), will not float 
in waterbath. Alphanumerical positions for clear sample identification. Wide spaces bet-
ween positions. Operating temperature -20 to 90°C. Autoclavable at 121°C. Racks are 
supplied in three-pieces for convenient and permanent assembly. Six sizes each availab-
le in four different colors.
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  for Ø up to 
mm

Positions L × W × H 
mm

Colour Order No. PU 
pc/Pack

 

  13 6 × 14 265 × 126 × 75 white 29 49 43400 5  
  13 6 × 14 265 × 126 × 75 blue 29 49 43401 5  
  13 6 × 14 265 × 126 × 75 red 29 49 43402 5  
  16 5 × 11 265 × 126 × 75 white 29 49 43460 5  
  16 5 × 11 265 × 126 × 75 blue 29 49 43461 5  
  16 5 × 11 265 × 126 × 75 red 29 49 43462 5  
  18 5 × 11 265 × 126 × 75 white 29 49 43410 5  
  18 5 × 11 265 × 126 × 75 blue 29 49 43411 5  
  18 5 × 11 265 × 126 × 75 red 29 49 43412 5  
  20 4 × 10 265 × 126 × 75 white 29 49 43420 5  
  20 4 × 10 265 × 126 × 75 blue 29 49 43421 5  
  20 4 × 10 265 × 126 × 75 red 29 49 43422 5  
  25 4 × 8 265 × 126 × 88 white 29 49 43430 5  
  25 4 × 8 265 × 126 × 88 blue 29 49 43431 5  
  25 4 × 8 265 × 126 × 88 red 29 49 43432 5  
  30 3 × 7 265 × 126 × 88 white 29 49 43440 5  
  30 3 × 7 265 × 126 × 88 blue 29 49 43441 5  
  30 3 × 7 265 × 126 × 88 red 29 49 43442 5  
  �‼ Available only in original packaging units. No fractions possible.


